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This guidance is written after our present level of knowledge.   Legal requirements on correctness do not exist.   Technical subject to change.   

Note: Ensure that the motor mounts are torqued firmly again to 95Nm! 

Install last the protection bar crossover. 
This is bolted at the front between the �
two protection bars. Use the two screws �
M6x20 with all four remaining M6 washers. �
On the left side the capnut M6 is used, �
so that for the radiator hose no danger exists. �
On the right side use the self-locking M6 nut. 

Loosen the two marked motor mount 
screws on the right side, and install 
the protection bar. Assemble with the 
original screws. The left side rear 
attachment is still supported with the 
two enclosed M12 washers. The rubber 
metal elements are screwed on the 
protection bar with self-locking M6 nuts 
and M6 washers. Please finish all the 
work on one side before you undo the 
motor mounts on the other side. 

Note!! Loosen all bolts before beginning work,
but in each case remove only one side of the 
motor attachments at a time. Remove next  
the two marked motor attachment screws and 
loosen motor attachment plate (Photo 3). 
Install the protection bars with the original bolts. 
You will need a size 55 Torx. The engine can 
easily drop when loosening the fixing bolts, 
this lead to the screws being pushed very 
badly by the mounting plates. Possibly you 
need a second person, who can raise the 
engine easily. 

To maintain safe conditions of the vehicle 
pay attention!!
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